TRIOBIKE

Triobike Cargo
Data sheet v1.0



‘-‘"
. O N

\_/

W TRioBIkE Y carRGo e

[ ] [ [ ]
build up components dimensions
FRAME: aluminium 6061-T6, tapered headtube BRAKES: Shimano ZEE Hydraulic disc brakes LENGTH: 250 cm
WIDTH: 50 cm - 66 cm with 2 kids kit
DROPOUT: interchangeable GEARS / TRANSMISSION:
Shimano Zee 10 speeds / chain LOAD DECK:
REAR WHEEL: 26~ Enviolo CA manual groupset / Gates Carbon Drive WIDTH: 50 cm
LENGTH: max 83 cm, min 72 cm
FRONT WHEEL: 20" SEAT POST:
: 31.6 mm WEIGHT: 31 kg
LENGTH: 450 mm
e_system MAX DRIVER WEIGHT: 120 kg
TIRES:
Puncture free Schwalbe Marathon plus 1.75” MAX TOTAL WEIGHT (BIKE+RIDER+CARGO): from 189
) ) ) kg to 230 kg, depending on tires
MOTOR: Brose Drive S | 250W - 90 Nm mid drive motor SADDLE: Triobike gel
DISPLAY: Brose Allround CRANKSET: FSA aluminium
BATTERY: Li-lon cells, 36V - 501 Wh STEM: adjustable with 110 mm height range

E-SYSTEM WARRANTY: 1 - 2 years
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dimensions in mm
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